Removing and Reseating the Drum Cartridges on the Dell 5130cn Printer  
[bookmark: _GoBack]1. Turn the printer off.

2. Open the front cover.

[image: http://kcsportal.dell.com/agent/imageServlet?path=/svc/images/1369994921598.Open%20the%20front%20cover.JPG]

3. Rotate the lock levers of the inner cover to open it.

[image: http://kcsportal.dell.com/agent/imageServlet?path=/svc/images/1369994944755.Rotating%20the%20Lock%20Levers.JPG]

4.Grasp the handles on the drum cartridge you want to replace and pull out the cartridge halfway.

[image: http://kcsportal.dell.com/agent/imageServlet?path=/svc/images/1369994969692.Removing%20the%20Desired%20Drum%20Cartridge.JPG]







5. Grasp one side of the drum cartridge with the other hand and pull out the cartridge from the printer.

[image: http://kcsportal.dell.com/agent/imageServlet?path=/svc/images/1369994997880.Pulling%20the%20Cartridge%20from%20the%20Printer.JPG]

6. If this is a new drum cartridge, pull out the ribbons.

[image: http://kcsportal.dell.com/agent/imageServlet?path=/svc/images/1369995028005.Removing%20the%202%20Ribbons.JPG]

7. Slide the cartridge into the slot.
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8. Remove the orange protective covering (if present) of the installed drum cartridge and discard.
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9. Close the inner cover.

[image: http://kcsportal.dell.com/agent/imageServlet?path=/svc/images/1369995107287.Closing%20the%20Inner%20Cover.JPG]

10. Rotate the lock levers to secure the cover (Figure 9).

[image: http://kcsportal.dell.com/agent/imageServlet?path=/svc/images/1369995139287.Closing%20the%20Inner%20Cover.JPG]

11. Close the front cover.
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